












ACCESSORIES
CLAD SPECIAL SUBSILL PROFILES
SCALE: 8I = 1i 0I

A1452 A1453

A1450 A1451

A246 A217

* Maximum R.O. width of 144 R.O. height 96 not to exceed 80 square feet

NOTE: Not all subsill are compatible with all casings. Please refer to detail pages for compatibility.
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ACCESSORIES
ROUND TOP SHAPES
SCALE: 8I = 1i 0I

RT45 RT46

RT25 RT26

RT42 RT43 RT44

RT1
RT2

RT6 RT7 RT8 RT9 RT10

RT17 RT18 RT19 RT20 RT21 RT22 RT23 RT24

Columbus Ridgeland Thorton

Grayson Kinsley RT Stratton

Potter (2 part)

NOTE: The following casings apply to the shapes shown above.

RT27

Bows/Bays and Archtop doors require Architectural approval. Formore information please contact your
local Marvin representative

Round Top Shapes and Special Casings Rules

• Minimum Frame Radius for Round Tops:
Kinsley RT 12 1/2″ Columbus, Grayson, Stratton, and Thorton 20″
Ridgeland 18 1/2″ Potter -- 2 part 60″

38.1202/2007



ACCESSORIES
CLAD SPECIAL APPLICATIONS FOR WINDOWS ONLY
SCALE: 8I = 1i 0I

A1440 Columbus Casing Details / Non--Recessed / Wood Frame Construction

A1440 Columbus Casing Stick Construction
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A1453

A1458

A1450

A1463

Casing Outside
Measurement

Frame
Outside

Measurement

Rough Opening

A1452

A1460

Applicable Subsills Wood Siding with 2 x 6 Frame Construction

A1440 Columbus Casing Masonry Construction Applicable Subsills

Brick Veneer with Steel Stud Construction
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A1452

A1453

A1451

A1450

Casing Outside
Measurement

Frame
Outside

Measurement

Rough Opening

Columbus Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

A1440 Columbus Casing Details / Recessed / Masonry Construction

Masonry Opening
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38.1302/2007

Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1440

Columbus

A1450
Width --1.0
Height --1/2

Width +7.0
Height +4 9/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1451
Width --1.0
Height --1/2

Width +7.0
Height +8 1/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +7.0
Height +6 3/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +7.0
Height +4 3/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1442 Grayson Casing Details / Non--Recessed / Wood Frame Construction

A1442 Grayson Casing Stick Construction
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A1453

A1458

A1450

A1463

Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

A1452

A1460

Applicable Subsills Wood Siding with 2 x 6 Frame Construction

A1442 Grayson Casing Masonry Construction Applicable Subsills

Brick Veneer with Steel Stud Construction
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A1452

A1453

A1451

A1450

Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

Grayson Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

A1442 Grayson Casing Details / Recessed / Masonry Construction

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1442

Grayson

A1450
Width --1.0
Height --1/2

Width +4.0
Height +2 25/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1451
Width --1.0
Height --1/2

Width +4.0
Height +6 17/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +4.0
Height +4 19/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +4.0
Height +3 1/4

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1441 Kinsley Casing Details / Recessed / Masonry Construction
(not available in non--recessed wood frame construction)

A1441 Kinsley Casing Masonry Construction

Applicable Subsills

Brick Veneer with Steel Stud Construction
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A1452

A1453

A1451

A1450

Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

Kinsley Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1441

Kinsley

A1450
Width --1.0
Height --1/2

Width +7 3/16
Height +4 3/8

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1451
Width --1.0
Height --1/2

Width +7 3/16
Height +8 1/8

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +7 3/16
Height +6 3/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +7 3/16
Height +4 27/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1441/A1448 Kinsley Round Top Casing Details / Recessed / Masonry Construction
(not available in non--recessed wood frame construction)

A1441/A1448 Kinsley RT Casing Masonry Construction

Applicable Subsills

Brick Veneer with Steel Stud Construction
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Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

Kinsley RT Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1441/A1448

Kinsley RT

A1450
Width --1.0
Height --1/2

Width +7 3/16
Height +4 3/8

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1451
Width --1.0
Height --1/2

Width +7 3/16
Height +8 1/8

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +7 3/16
Height +6 3/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +7 3/16
Height +4 27/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1446 Ridgeland Casing Details / Recessed / Masonry Construction
(this casing is designed for recessed / masonry opening only)

A1446 Ridgeland Casing Masonry Construction Brick Veneer with Steel Stud Construction
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A1453

Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

Ridgeland Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1446

Ridgeland A1453

Width --1.0
Height --1/2

Width +4 1/8
Height +3 5/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1449 Stratton Casing Details / Recessed / Masonry Construction
(this casing is designed for recessed / masonry opening only)

A1449 Stratton Casing Masonry Construction Applicable Subsills Brick Veneer with Steel Stud Construction
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A1453
Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

Stratton Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1449

Stratton
A1452

Width --1.0
Height --1/2

Width +4 5/32
Height +4 21/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +4 5/32
Height +3 5/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1443 Thorton Casing Details / Recessed / Masonry Construction
(this casing is designed for recessed / masonry opening only)

A1443 Thorton Casing Masonry Construction Brick Veneer with Steel Stud Construction
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A1452
Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

Applicable Subsills

A1450

A1453

Thorton Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1443

Thorton

A1450
Width --1.0
Height --1/2

Width +3 13/32
Height +2 15/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +3 13/32
Height +4 9/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +3 13/32
Height +2 15/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1444/A1445 Potter Casing Details / Non--Recessed / Wood Frame Construction

A1444/A1445 Potter Casing Stick Construction
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A452

A1460

A217

A1462

Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

A246

Applicable Subsills

Wood Siding with 2 x 6 Frame Construction

A1450

A1463

A1453

A1458

Potter Casing (2 part)

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

38.2002/2007

Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1444/A1445

Potter

A1450
Width --1.0
Height --1/2

Width +6.0
Height +6 9/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1451
Width --1.0
Height --1/2

Width +6.0
Height +10 1/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +6.0
Height +8 3/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +6.0
Height +6 3/4

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS WINDOWS ONLY
SCALE: 8I = 1i 0I

A1444/A1445 Potter with Trim Casing Details / Recessed / Masonry Construction

A1444/A1445 Casing Masonry Construction

Brick Veneer with Steel Stud Construction
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A246

Casing Outside
Measurement

Frame Outside
Measurement

Rough Opening

A217

A1451

Applicable Subsills

A1453

A1452

A1450

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Masonry Opening
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Measurement Conversions for Special Casing Windows
Casing Type Subsill Type RO to FOM FOM to COM Masonry Opening

A1444/A1445

Potter w/Trim

A1450
Width --1.0
Height --1/2

Width +6.0
Height +6 9/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1451
Width --1.0
Height --1/2

Width +6.0
Height +10 1/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1452
Width --1.0
Height --1/2

Width +6.0
Height +8 3/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1453
Width --1.0
Height --1/2

Width +6.0
Height +6 3/4

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS DOORS ONLY
SCALE: 8I = 1i 0I

Casing Details / Non--Recessed / Wood Frame Construction

A1440 Columbus Casing Stick Construction
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A1442 Grayson Casing

RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

A1444/1445 2 Pc. Potter Casing

38.2202/2007

Measurement Conversions for Special Casing Doors
Casing Type RO to FOM FOM to COM Masonry Opening

A1440 Columbus Width --1.0
Height --1/2

Width +7.0
Height +3 1/2

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1442 Grayson
Width --1.0
Height --1/2

Width +4.0
Height +2.0

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1441 Kinsley
Width --1.0
Height --1/2

Width +7 3/16
Height +3 19/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1447/A1448 Kinsley RT
Width --1.0
Height --1/2

Width +7 3/16
Height +3 19/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1446 Ridgeland
Width --1.0
Height --1/2

Width +4 1/8
Height +2 1/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1449 Stratton
Width --1.0
Height --1/2

Width +4 5/32
Height +2 1/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1443 Thorton
Width --1.0
Height --1/2

Width +3 13/32
Height +1 11/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1444/A1445 Potter
Width --1.0
Height --1/2

Width +6.0
Height +5 1/2

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD SPECIAL APPLICATIONS DOORS ONLY
SCALE: 8I = 1i 0I

A1442 Grayson Casing
Masonry Construction

A1442
Grayson
Casing
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RO: Rough Opening
FOM: Frame Outside Measurement
COM:Casing Outside Measurement

Casing Details / Recessed / Masonry Construction
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A1444/A1445
2 Pc. Potter
Casing

A1443
Thorton
Casing

A1441
Kinsley Casing

A1447/A1448
Kinsley RT
Casing

A1449
Stratton Casing

A1446
Ridgeland
Casing

38.2302/2007

Measurement Conversions for Special Casing Doors
Casing Type RO to FOM FOM to COM Masonry Opening

A1440 Columbus Width --1.0
Height --1/2

Width +7.0
Height +3 1/2

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1442 Grayson
Width --1.0
Height --1/2

Width +4.0
Height +2.0

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1441 Kinsley
Width --1.0
Height --1/2

Width +7 3/16
Height +3 19/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1447/A1448 Kinsley RT
Width --1.0
Height --1/2

Width +7 3/16
Height +3 19/32

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1446 Ridgeland
Width --1.0
Height --1/2

Width +4 1/8
Height +2 1/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1449 Stratton
Width --1.0
Height --1/2

Width +4 5/32
Height +2 1/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1443 Thorton
Width --1.0
Height --1/2

Width +3 13/32
Height +1 11/16

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

A1444/A1445 Potter
Width --1.0
Height --1/2

Width +6.0
Height +5 1/2

* Width COM +(Sealant Gap x 2)
Height COM +(Sealant Gap x 2)

* Sealant gap to be determined by others. Minimum of 1/4″ on all four sides recommended.



ACCESSORIES
CLAD APPLICATIONS

Clad Applications

Frame Expander
A109 or A110. Used to seal the outer edge by caulking in
between the expander and the wall. Frame expander
includes intermediate break points to achieve additional
widths.

Exterior Frame Extender
Used to extend the clad frame past the building siding.
Important: Caulking is required to seal between the frame
extender and the building exterior.

Frame Expander and 90 Degree Frame Expander
A109 or A110 with A120. Used to simulate clad flat casing in
various widths.

Clad Adjustable Brick Mould Casing
Used with A109 or A110 to create an adjustable width Brick
Mould Casing for Clad units.

Frame Expander with mullion Expander
A109 or A110 with A107 or A108. Used to create a solid color
matched facade between mulled clad units.

Clad Brick Mould Casing*
Used to simulate a wood Brick Mould Casing for Clad units.

Clad Flat Casing*
Used to simulate a wood casing for clad units.

Mullion Cover
Used to create a color--matched facade between mulled clad
units, available in various widths, refer to Clad Extrusions.

NOTE:
All accessories are field applied by others, construction materials supplied by others.
* Factory applied also.

A109
A126

A120

A109 or A110 A109
A130

A243

V087
V499

V087

A898

A107 or A108 A109
A112

Caulking

38.242/05



ACCESSORIES
PANNING SYSTEMS: HEAD, JAMB, SILL AND MISCELLANEOUS

38.257/03

Panning System -- Head

Clad Flat Head Panning
A551 -- Available in Bronze,
Evergreen, Pebble Gray and White

Head Part Stop
W7170 For use at Head, includes
white weatherstrip

Clad Charles Street Head
Panning
A555 -- Available in Bronze,
Evergreen, Pebble Gray and White

Galvanized Steel Head
Bracket
Standard on all units with an inside
opening of 40″ and larger

Clad Head Panning Trim
V378 -- Available in Beige and White

Panning System -- Jamb

Clad Flat Jamb Panning
A550 -- Available in Bronze,
Evergreen, Pebble Gray and White

Vinyl Jamb Liner
V398 -- Available in Beige and White

Clad Charles Street Jamb
Panning
A556 -- Available in Bronze,
Evergreen, Pebble Gray and White

Vinyl Jamb Receptacle
V376 -- Available in Beige and White

Galvanized Steel Jamb
Bracket

Clad Hardware Track Cover
A558 -- Available in Bronze,
Evergreen, Pebble Gray and White

Panning System -- Sill

Clad Flat or Charles Street Sill
Panning
A552 -- Available in Bronze,
Evergreen, Pebble Gray and White

Vinyl Sill Cover
V377 -- Available in Beige and White

Panning System -- Miscellaneous

Clad Panning Expander
A554 -- Available in Bronze,
Evergreen, Pebble Gray and White

6″ (152) Panning Space Mull
Cover
A557 -- Includes Clad Mull cover,
vinyl receiver, wood attachment
block and screws

Installation Template
For use for sill blocking installation
and sill panning measurement Stainless Steel Panning Clip

For use at head and Sill



ACCESSORIES
PANNING COMPONENTS

Shown are typical extruded assemblies using Marvin’s Clad Magnum Double Hung Replacement System with Panning accessories. See
Panning instructions for help in determining measurements and cuts needed for application at the job site. After installation, seal any void gaps
created during fabrication with color--matched sealant.

FLAT PANNING #10
Panning is used to cover existing conditions at the
perimeter of existing openings. The Panning
replacement system includes clad head, jamb and sill
sections, new clad / wood sash and all necessary
hardware.

CHARLES STREET PROFILED PANNING #20
Panning is used to cover existing conditions at the
perimeter of existing openings. The Panning
replacement system includes clad head, jamb and sill
sections, new clad / wood sash and all necessary
hardware.

6″ (152) SPACE MULL COVER COMPONENTS
May be used with Flat or Charles Street Panning systems to
cover multi width units with space mulls.

A551

A552

A550

A552

A555

A556

A550
V379

A557

W7183
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ACCESSORIES
HARDWARE OPTIONS AND ACCESSORIES: CASEMASTER/ DOUBLE HUNG / GLIDER /
MAGNUM TILT--TURN

38.275/06

Hardware Options and Accessories

Casemaster

Curved Handle and Cover
For use with Casemaster, French
Casemaster and Awning units
Available in Polished Chrome

Universal and Insert
Available in Satin Taupe and Bronze

Circle Handle
For use with Casemaster, French
Casemaster and Awning units
Available in Bronze, Brass and White

Handle Extension
2″ (51), or 4″ (102) lengths. For use
with Casemaster, French
Casemaster and Awning units
Available in Satin Taupe, Bronze and
White

Folding Handle and Cover
For use with Casemaster, French
Casemaster and Awning units
Available in Satin Taupe, Bronze,
Brass, White, Antique Brass, Satin
Chrome, Satin Nickel, and Oil
Rubbed Bronze

Sash Limit Device
Limits the sash opening, specify 5,
10, 15, or 20 degree. For use with
Casemaster and Awning units

Electric Operator
For use with Casemaster and Awning
units. Available in Satin Taupe,
Bronze and White

Lock Lever
For use with Casemaster, French
Casemaster and Awning units
Available in Satin Taupe, Bronze,
Brass, White, Antique Brass, Satin
Chrome, Satin Nickel, and Oil
Rubbed Bronze

Pole Crank
60″ (1524), 96″ (2438), 138″ (3505)
lengths. For use with Casemaster
and Awning units

Energy Panel Turn Button
Includes stainless steel screws,
available in Bronze, Bahama Brown,
Pebble Gray, White and Clear

Pole Crank Adapter
For use with Pole Crank, mill finish

Double Hung / Glider

Sash Lock and Keeper
For use with Ultimate Double Hung
units. Available in Satin Taupe,
Bronze, Brass, White, Satin Chrome,
Satin Nickel, and Oil Rubbed Bronze

Sash Lock and Keeper
For use with Glider units. Available
in Satin Taupe, Bronze, Brass and
White

Historic Sash Lock and
Keeper
For use with Magnum Historical
Double Hung units. Available in
Satin Taupe, Bronze, Brass and
White

Keyed Sash Lock
For use with Glider units. Available
in Satin Taupe, Bronze, and White

Magnum Tilt--Turn

Pistol Grip Handle
Available in Bronze, Brass, Satin
Chrome and White

Security Lock
Available in white and metal gray.

Keyed Pistol Grip Handle
Available in Bronze and White

Sash

Frame

Friction Limiter
Available on Tilt--Turn and Inswing
units 28 3/4″ (730) frame width and
over.

Sash

Frame

Stabilizer Arm Assembly
Used to stabilize large sash units



ACCESSORIES
POLE CRANK OPERATOR / ELECTRIC OPERATOR

POLE CRANK OPERATOR

ELECTRIC OPERATOR

NOTE:
Pole crank operators are available for wood or clad
Casemaster and Awning units.

NOTE:
Electric operators are available for wood and clad
Casemaster or Awning units. Restrictions apply on
widths and/or locks. Contact your Marvin representative.

Adaptor

Pole crank

Roto crank handle

Adaptor

Motor Cover

Motor

Mounting Bracket Screws

Mounting Bracket

Grommet

38.287/03



ACCESSORIES
ELECTRIC OPERATOR WIRING DIAGRAM
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ACCESSORIES
FRENCH DOOR / FRENCH DOOR SCREEN

38.305/06

Ultimate French Door

A
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I
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Interior

Exterior

Active Panel Handle Assembly
Optional on Ultimate Inswing and
Outswing French Doors
Mortise lock and Multi--point systems
Includes:
A -- Interior lever with spindle
B -- Exterior lever
C -- Thumb turn
D -- Keyed cylinder, Schlage “C” keyway
E -- Exterior escutcheon plate gasket
F -- Exterior escutcheon plate
G -- Two piece spindle
H -- Phillips ovalhead screws
I -- Interior Escutcheon plate
2 Keys
Available in: Satin Taupe, White, Brass PVD,
Antique Brass, Oil Rubbed Bronze, Satin Chrome,
Satin Nickel PVD

Inactive Panel Flush Bolt
Standard on Ultimate Inswing and Outswing
French Doors
Flush Bolt is black with aluminum cover.
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Interior

Exterior

Inactive Panel Handle Assembly
Optional on Ultimate Inswing and Outswing
French Doors
Includes:
A -- Interior lever with spindle
B -- Exterior lever
C -- Exterior escutcheon plate gasket
D -- Exterior escutcheon plate
E -- Two piece spindle
F -- Phillips ovalhead screws
G -- Interior Escutcheon plate
Available in: Satin Taupe, White, Brass PVD,
Antique Brass, Oil Rubbed Bronze, Satin Chrome,
Satin Nickel PVD

Construction Handle
For use with Inswing and Outswing French Doors

4″ Butt Hinge
Optional on Ultimate Inswing and Outswing
French Doors
Available in: Satin Taupe, Gold Tone, Dark Bronze,
Silver Frost, White, Brass PVD, Antique Brass, Oil
Rubbed Bronze, Satin Chrome, Satin Nickel PVD

Swinging Screen Handles
For use with Inswing French Door swinging
screens

Adjustable Hinge
Standard on Ultimate Inswing and Outswing
French Doors
Available in: Satin Taupe, Gold Tone, Dark Bronze,
Silver Frost, White, Brass PVD, Antique Brass, Oil
Rubbed Bronze, Satin Chrome, Satin Nickel PVD

Swinging Screen Hinge
For use with Inswing French Door swinging
screens

A

C

B

Combination Handles
For use with Inswing French Door combinations
A -- Interior locking handle assembly with rose
B -- Exterior handle assembly with rose
C -- Strike

Combination Hinge
For use with Inswing French Door combinations

Ultimate Sliding French Door

A

B

C Handle Assembly
For use on Sliding French Doors
A -- Interior handle with escutcheon plate
B -- Exterior handle with escutcheon plate with
keyed cylinder, Schlage “C” keyway
C -- Ovalhead machine screws
Handles available in Satin Taupe, Brass PVD,
Antique Brass, Oil Rubbed Bronze, Satin Chrome,
Satin Nickel PVD.
Also available Non--keyed.

Roller Assembly
Adjustable tandem roller assembly, for use on
Sliding French Door operating panels.

Sliding Screen Handles
For use with Inswing and Outswing French Door
sliding screens

Sliding Patio Door

AB

C
Handle Assembly
For use on Sliding Patio Doors
A -- Interior handle with escutcheon plate
B -- Exterior handle with escutcheon plate with
keyed cylinder, Schlage “C” keyway
C -- Ovalhead machine screws
Handles available in Satin Taupe, Brass,
Brass PVD, Antique Brass, Oil Rubbed Bronze,
Satin Chrome, Satin Nickel PVD.
Also available Non--keyed.

Roller Assembly
Adjustable tandem roller assembly, for use on
Trimline Patio Door operating panels

Sliding Screen Handles
For use with Sliding Patio Door sliding screens


